IEEE Nuclear Power Engineering Standards Collection
VuSpec™ - Active Only

Includes 117 Active IEEE Standards, Guides, Recommended Practices, Errata and Interpretations in PDF Format (for viewing on-screen or in print).

Table of Contents

• IEEE Std 7-4.3.2™-2010, IEEE Standard Criteria for Digital Computers in Safety Systems of Nuclear Power Generating Stations
• IEEE Std 323™-2003 (R2008), IEEE Standard for Qualifying Class 1E Equipment for Nuclear Power Generating Stations
• IEEE Std 334™-2006, IEEE Standard for Qualifying Continuous Duty Class 1E Motors for Nuclear Power Generating Stations
• IEEE Std 336™-2010, IEEE Recommended Practice for Installation, Inspection, & Testing for Class 1E Power, Instrumentation, & Control Equipment at Nuclear Facilities
• IEEE Std 344™-2004, IEEE Recommended Practice for Seismic Qualification of Class 1E Equipment for Nuclear Power Generating Stations
• IEEE Std 450™-2010, IEEE Recommended Practice for Maintenance, Testing, & Replacement of Vented Lead-Acid Batteries for Stationary Applications
• IEEE Std 484™-2002 (R2008), IEEE Recommended Practice for Installation Design & Installation of Vented Lead-Acid Batteries for Stationary Applications
• IEEE Std 485™-2010, IEEE Recommended Practice for Sizing Lead-Acid Batteries for Stationary Applications
• IEEE Std 572™-2006 (R2011), IEEE Standard for Qualification of Class 1E Connection Assemblies for Nuclear Power Generating Stations
• IEEE Std 596™-1982 (R2006), IEEE Standard Parallel Highway Interface System (CAMAC1)
• IEEE Std 627™-2010, IEEE Standard for Qualification of Equipment Used in Nuclear Facilities
• IEEE Std 638™-1992 (R2006), IEEE Standard for Qualification of Class 1E Transformers for Nuclear Power Generating Stations
• IEEE Std 650-2006, IEEE Standard for Qualification of Class 1E Static Battery Chargers & Inverters for Nuclear Power Generating Stations
• ANSI/IEEE Std 675-1982 (R2006), IEEE Standard Multiple Controllers in a CAMAC1 Crate
• ANSI/IEEE Std 683-1976 (R2006), IEEE Recommended Practice for Block Transfers in CAMAC Systems
• IEEE Std 690-2004, IEEE Standard for the Design & Installation of Cable Systems for Class 1E Circuits in Nuclear Power Generating Stations
IEEE Nuclear Power Engineering Standards Collection VuSpec™ - Active Only

- IEEE Std 830-1998 (R2009), IEEE Recommended Practice for Software Requirements Specifications
- IEEE Std 833-2005 (R2011), IEEE Recommended Practice for the Protection of Electric Equipment in Nuclear Power Generating Stations from Water Hazards
- IEEE Std 1023-2004 (R2010), IEEE Recommended Practice for the Application of Human Factors Engineering to Systems, Equipment, & Facilities of Nuclear Power Generating Stations & Other Nuclear Facilities
- IEEE Std 1187-2002, IEEE Recommended Practice for Installation Design & Installation of Valve-Regulated Lead-Acid Storage Batteries for Stationary Applications


IEEE Std 1792-2011, IEEE Recommended Practice for Nuclear Power Generating Station (NPGS) Preferred Power Supply (PPS) Reliability

C Series

- ANSI/IEEE C37.82-1987 (R2009), IEEE Standard for the Qualification of Switchgear Assemblies for Class 1E Applications in Nuclear Power Generating Stations
- IEEE Std C37.105-2010, IEEE Standard for Qualifying Class 1E Protective Relays & Auxiliaries for Nuclear Power Generating Stations

N Series

- ANSI Std N42.5-1965 (R1991), Bases for GM Counter Tubes
- ANSI Std N42.6-1980 (R1991), American National Standard Interrelationship of Quartz-Fiber Electrometer Type Exposure Meters & Companion Exposure Meter Chargers
- ANSI Std N42.13-1986, American National Standard Calibration & Usage of "Dose Calibrator" Ionization Chambers for the Assay of Radionuclides
- ANSI Std N42.15-1997 (R2004), American National Standard Check Sources for & Verification of Liquid-Scintillation Counting Systems
- ANSI Std N42.17A-2003, American National Standard for Performance Specifications for Health Physics Instrumentation-Portable Instrumentation for Use in Normal Environmental Conditions
- ANSI Std N42.17C-1989 (R2005), American National Standard Performance Specifications for Health Physics Instrumentation-Portable Instrumentation for Use in Extreme Environmental Conditions
• ANSI Std N42.18-2004, Specification & Performance of On-Site Instrumentation for Continuously Monitoring Radioactivity in Effluents
• ANSI Std N42.20-2003, American National Standard Performance Criteria for Active Personnel Radiation Monitors
• ANSI Std N42.22-1995 (R2002), American National Standard-Traceability of Radioactive Sources to the National Institute of Standards & Technology (NIST) & Associated Instrument Quality Control
• ANSI Std N42.25-1997 (R2004), American National Standard Calibration & Usage of Alpha/Beta Proportional Counters
• ANSI Std N42.27-1999 (R2004), American National Standard for Determination of Uniformity of Solid Gamma-Emitting Flood Sources
• ANSI Std N42.28-2002, American National Standard for Calibration of Germanium Detectors for In-Situ Gamma-Ray Measurements
• ANSI Std N42.30-2002, American National Standard for Performance Specification for Tritium Monitors
• ANSI Std N42.31-2003, American National Standard for Measurement Procedures for Resolution & Efficiency of Wide-Bandgap Semiconductor Detectors of Ionizing Radiation
• ANSI Std N42.32-2006, American National Standard Performance Criteria for Alarming Personal Radiation Detectors for Homeland Security
• ANSI Std N42.33-2006, American National Standard for Portable Radiation Detection Instrumentation for Homeland Security
• ANSI Std N42.34-2006, American National Standard Performance Criteria for Hand-Held Instruments for the Detection & Identification of Radionuclides
• ANSI Std N42.35-2006, American National Standard for Evaluation & Performance of Radiation Detection Portal Monitors for Use in Homeland Security
• ANSI Std N42.38-2006, American National Standard Performance Criteria for Spectroscopy-Based Portal Monitors Used for Homeland Security
• ANSI Std N42.41-2007, American National Standard Minimum Performance Criteria for Active Interrogation Systems Used for Homeland Security
• ANSI Std N42.42-2006, American National Standard Data Format Standard for Radiation Detectors Used for Homeland Security
• ANSI Std N42.43-2006, American National Standard Performance Criteria for Mobile & Transportable Radiation Monitors Used for Homeland Security
• ANSI Std N42.46-2008, American National Standard for Determination of the Imaging Performance of X-Ray & Gamma-Ray Systems for Cargo & Vehicle Security Screening
• ANSI Std N42.47-2010, American National Standard for Measuring the Imaging Performance of X-ray & Gamma-ray Systems for Security Screening of Humans
• ANSI Std N42.48-2008, American National Standard Performance Requirements for Spectroscopic Personal Radiation Detectors (SPRDs) for Homeland Security
• ANSI Std N322-1997, American National Standard Inspection, Test, Construction, & Performance Requirements for Direct Reading Electrostatic/Electroscope Type Dosimeters
• ANSI Std N323B-2003, American National Standard for Radiation Protection Instrumentation Test & Calibration, Portable Survey Instrumentation for Near Background Operation
• ANSI Std N323D-2002, American National Standard for Installed Radiation Protection Instrumentation
• ANSI Std N449.1-1978, American National Standard Procedures for Periodic Inspection of Cobalt-60 & Cesium-137 Teletherapy Equipment

IEC/IEEE
• IEC/IEEE 62582-1™ -2011, Nuclear power plants - Instrumentation & control important to safety - Electrical equipment condition monitoring methods - Part 1: General
• IEC/IEEE 62582-2™ -2011, Nuclear power plants - Instrumentation & control important to safety - Electrical equipment condition monitoring methods - Part 2: Indenter modulus
• IEC/IEEE 62582-4™ -2011, Nuclear power plants - Instrumentation & control important to safety - Electrical equipment condition monitoring methods - Part 4: Oxidation induction techniques

Errata & Interpretations
• IEEE Std 572™ -2006 (R2011), Errata to IEEE Standard for Qualification of Class 1E Connection Assemblies for Nuclear Power Generating Stations
• IEEE Std 638™ -1992 (R2006), Correction to IEEE Standard for Qualification of Class 1E Transformers for Nuclear Power Generating Stations
• IEEE Std 1205™-2000/Cor 1-2006, IEEE Guide for Assessing, Monitoring, & Mitigating Aging Effects on Class 1E Equipment Used in Nuclear Power Generating Stations Corrigendum 1: Thermal Aging Model Corrections

LICENSING: SINGLE - USER EDITION: THIS PRODUCT IS LICENSED FOR ONE USER ONLY