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Figure 2 —Port marking 

5.2 Cable and connector marking 

a) IEEE 11073-30400 cables should be colored forest green (Figure 3).10 

b) IEEE 11073-30400 cables should have the cable grade printed on the cable jacket. For example, 
“Class D-2001 (Cat 5e).” 

c) IEEE 11073-30400 cable connectors should either be: 

1) Colored all clear (the left of Figure 3) 

2) Colored partially clear and partially forest green (the right of Figure 3) 

d) IEEE 11073-30400 cable connectors may be covered with a connector shroud. If a connector 
shroud is used, it should be colored forest green (Figure 3). 

e) Marking and labeling should not involve a variant of these guidelines. Variations are reserved 
for future ISO/IEEE 11073 standards.  

 

Figure 3 —Cable markings 

5.3 Cabling requirements 

a) All IEEE 11073-30400 cables should utilize the Class D-2001 (Category 5e) or better UTP 
cabling. 

                                                 
10 A color version of Figure 3 is located at the following URL: http://standards.ieee.org/downloads/11073/30400-2010/11073-30400-
2010. 

http://standards.ieee.org/downloads/11073/30400-2010/11073-30400-2010_figure
http://standards.ieee.org/downloads/11073/30400-2010/11073-30400-2010_figure
dmessina
Sticky Note
I cropped figure 3 and sent it to be uploaded . . we'll double check to make sure the URL is right and that it is there when we go to publish - thanks for remembering this.


